
Damp Environment Operator

• High-cycle capacity
• Compact design
• No chains or sprockets needed

on sectional doors
• Handles damp environments

where direct spray is not present
• Includes dynamic brake

LiftMaster@
Commercial Door
Operators
are engineered,
manufactured and tested
to provide reliable service
to meet the toughest
commercial applications.

Optional Reduction Shaft

Available in the following
configurations:

1/2 HP 115V 1-phase
1/2 HP 230V 1-phase
1/2 HP 230V 3-phase
1/2 HP 460V 3-phase
1/2 HP 575V 3-phase

Reversing Contactor Circuit eM)
(115V, 230V, 460V, 575V, 24V NEC Class 2 Circuit
with 40VA transformer)

Industrial linear contactor provides
significantly longer control runs than
conventional contactors. Circuit provides
easy selection between C2 and 82 wiring
with the movement of a single wire.
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COMMERCIAL DOOR OPERATOR

22ga.
steel

Alum.
Doors

Steel
Doors

20ga. 16ga.
Steel Steel

Wood
Doors

24ga. 20ga. 16 ga.
Steel Steel Steel
Insul, Insu!. Insul.

275 250 225 175

24ga.
22ga.
Steel

Fiber- Alum.
glass Doors

325 300

NOTE: On steel insulated doors, a 24 ga. back panel is assumed,
(Not recommended for use on standard lift sectional doors.)

Standard Features
• Motor

Continuous-duty, TEFC high-starting torque motor with instant
reverse and overload protection. Available in 1/2 HP (375W);
single phase. Capacitor start and 3-phase motors. Removable
without affecting limit switch settings.

• Emergency Manual Operation
Model EGJprovides easy manual operation upon activation of
the floor level disconnect.

• Operator/Motor Control
Across-the-line type, size "0" contactor motor switching,
mechanically interlocked (NEMA 4 enclosure).

• Control Circuit
24V NECClass 2.

• Wiring Type
C2 wiring is standard; B2 is easily selected, providing
momentary contact to OPEN/CLOSE/STOPwith open override.
The operator is pre-wired to accept a sensing edge photoelectric
sensors, radio controls and most types of access control
equipment.

• Drive Reduction
45: 1 sealed gear reducer with internal clutch system. "Through-
Shaft" reducer design allows operator to be directly mounted
onto the 1" torsion shaft of sectional doors, for an approximate
door speed of 12"/second. Optional reduction shaft is required
for use on rolling doors or sectional door to provide an
approximate door speed of 8-9"/second.

• Bearings
High-cycle sealed ball bearings on the gear reducer.

• Friction Clutch
Adjustable friction clutch helps protect against damage to the
door and operator should the door meet an obstruction.

• Dynamic Brake
Assures stopping of the door in damp environments.
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• Push Button Station
3-button station for OPEN/CLOSE/STOPfunctions is
incorporated into the wall-mounted NEMA4 electrical
enclosure. Additional NEMA4 controls with 1, 2 or 3 buttons
are available.

• Construction
NEMA4 type electrical box and TEFC motor.

Control Accessories and Options
Operator Cover (Part# 1A3982)

For wall-mounted operators. Recommended for damp
environments where direct spray is present.

CPS-N4CommercialProtectorSystem@(recommended)
A reliable "non-contact" photo safety sensor designed to sense
an obstruction and signal the door operator to reverse to open.

Sensing Edge (recommended)
Senses an obstruction and signals door operator to stop or
reverse upon contact. Either an electric or pneumatic sensing
device can be added to button edges of door. Requires D1, C2
or B2 wiring.

Optional Reduction Shaft (Part# 71-13716)
Optional reduction shaft is required for use on rolling doors or
sectional door to provide an approximate door speed of 8-9"/
second.

Clearance and Mounting Details
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