
Light-Duty Grille Operator
Jackshaft Operator

• Compact design
• High-starting torque motor
• Internal door lock sensor
• Built-in Securitv+" radio receiver
• Floor level disconnect ideal for

emergency egress applications

LiftMas el:

LiftMaster®
Commercial Door
Operators
are engineered,
manufactured and tested
to provide reliable service
to meet the toughest
commercial applications.

Great for use on rolling grilles

CHAMBERLAIN®
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COMMERCIAL DOOR OPERATOR

24ga.
22ga.
Steel

16ga.
Steel

Alum.
Grilles

Steel
Grilles

Alum.
Doors

20ga.
Steel

Fiber-
glass

Wood
Doors

Alum.
Doors

24ga.
Steel
Insul.

20ga.
Steel
Insul.

180 150165 150 110

NOTE: On steel insulated doors, a 24 ga. back panel is assumed.

Standard Features
• Motor

High-torque, industrial, 1/2 HP, 115V, single-phase motor with
instant reverse and automatic reset thermal overload.

• Internal Door lock Sensor
Door lock sensor can detect if the door lock is engaged and will
stop the operator, eliminating jamming and damage to the door
or operator. There is no longer any need to wire guide-mounted
interlocks.

• Floor level Disconnect
Floor level disconnect provides emergency manual operation.

• Wiring Type
B2 or D1 wiring types are available. B2 wiring comes standard
and is pre-wired to accept photo eyes. This provides for
momentary contact to close with a 3-button control station
(included). D1 wiring is easily programmed and is designed
to accept the contact optional 2-button control station or
2-position keyed control station for constant contact to open
and close.

• Wormgear System
LiftMaster's reliable wormgear system is utilized as the primary
level of reduction for the LGO. For a long cycle life, gearing is
pre-Iubed at the factory with high-performance grease.

• Control Station
A Normally Open Stop Button (N/O), 5VDC NECClass 2 station
is required. A 3-button control station is included and allows
for open/close/stop functionality. See Control Accessories and
Options for other control stations when using D1 wiring.

• Internal Radio Control Receiver
Built-in 315MHz Security+v radio control receiver with rolling
code technology. Transmitters sold separately; see Control
Accessories and Options.

• Construction
Heavy-gauge NEMA 1 type electrical box and frame with baked-
on powdercoat finish.

• Operator Handing
The LGO operator must be ordered as right or left handed.
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Lift Master:
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845 Larch Avenue. Elmhurst, II 60126
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Control Accessories and Options
• Control Station

Optional 2-button station or 2-position key switch is ideal for
D1 applications. Provides OPEN/CLOSEoperation, and the r>;
key switch provides spring to center operation.

• CPS®Commercial Protector System®:
CPS(M), CPS-N4(M), CPS-L(L3), CPS-LN4(L3) (recommended)
"Non-contact" photo safety sensor designed to sense an
obstruction and signal the door operator to reverse to open.

• Radio Control
Universal transmitters are available to signal the operator
for open/close/stop functionality. 1-, 2-, 3- and 4-button
transmitters and keypads are available.

• Sensing Edge (recommended)
(Addition of an auxiliary limit switch is required for proper wiring
of a sensing edge.) Senses an obstruction and signals door
operator to stop or reverse upon contact. Either an electric
or pneumatic sensing device can be added to bottom edge of
door. Allowable in either B2 or D1 wiring. Order part number
LGOSEfor the LGOSafety Edge Kit.

Control Station
N/O stop 3-button station Photo-Eyes

Clearance and Mounting Details
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